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S89°59'49"W 2654.43'

89'55'W 79.78 (R)

CHEVRON PIPE LINE COMPANY

PIPELINE RIGHT-OF-WAY ON
UTE ALLOTTED LANDS

Located In

Section 10, 728, R7W, U.S.B.&M.

Duchesne County, Utah I
¥ |
: s . B

R

SCALE

A = SECTION CORNER LOCATED

P.O.1/165.L. = POINT ON 1/16 SECTION LINE

Dimensions shown are measured
unless otherwise noted.

Basis of Bearing

Note:

BEARINGS AND DISTANCES SHOWN ON THIS PLAT ARE
BASED UPON A LOCAL CARTESIAN GRID WHICH IS
ORIENTED TO GEODETIC NORTH AT CONTROL POINT
108. THE GRID HAVING A MEAN PROJECT ELEVATION OF

6500 FEET. CONTROL POINT 108

1S LOCATED IN THE NE

144 OF SEC. 31, T18, R7W, U.S.B.&M. AT 40°21'07.238"N
LATITUDE AND 110°42'37.338"W LONGITUDE (NAD 83).

L

PIPELINE R}GHT »OF-WAY DESCR'PT'ON

NW 1/4 NW 1/4 OF SECTION 10, T28, R7W, U.6.5.8M

A STRIP OF LAND 33 FEET WIDE, (TRAVERSING THE NW 1/4 NW
1/4 OF SECTION 10, T28, R7W, U.8.B.8M.) THE CENTERLINE OF

SAID STRIP BEING DESCRIBED AS FOLLOWS:

BEGINNING AT A POINT ON THE EAST LINE OF THE NW 1/4 NW
1/4 OF SECTION 10, T28, RTW, U.8.B.&M. WHICH BEARS
$62°49'07"E 1484.17' FROM THE NDRTHWEST CORNER OF SAID
SECTION; THENCE NSQ°01'48"W 1055.45' TO A POINT ON THE
NORTH LINE OF THE NW 1/4 OF SAID SECTION WHICH BEARS
NB9°6E'48"E 511.38' FROM THE SAID NORTHWEST CORNER.
THE SIDE LINES OF SAID STRIP TO BE SHORTENED OR
LENGTHENED TO TERMINATE AT THE PROPERTY BOUNDARY.
BASIS OF BEARINGS IS THE SAID NORTH LINE OF THE NW 1/4
WHICH I8 TAKEN FROM GLOBAL POSITIONING SATELLITE
OBSERVATIONS TO BEAR 888°59'48"W, A MEASURED
DISTANCE OF 2654.43'. CONTAINS 0.800 ACRES MORE OR

LESS.

SEGMENT G ALLOTTED

J

/ 511.38' [2143.05' ﬁ
‘ i ineli 1/4 Corner:Found and
Section Corner: Found , Centerline of P'pe|.'ne q{cep&rg Buc%insneon
and accepted Duchesne S, Right-of-Way (at Line 1) County Aluminum Cap.
County Aluminum Cap. %5
. B ke 3| Ute Allotted 2
P.0.1/16S.L. 3087+98.80 g No. 770UW §
bears S62°49'07"E 1484.17’ ~ NW 1/4 NW 1/4 N
from the Northwest Corner [ + W
of Section 10. R I o
l E i
5 BEGINNING OF PIPELINE 2
Zz| RIGHT-OF-WAY (SEGMENT "G") 2
P.O.1/168.L. 3087+98.80
e |
8 | $89°21'42"W 2567.42'
5/
8 $89°21'42"W 2627.53'
.z 1/4 ¢ Positi SeCo 10
orner: Position .
| D detemne o i Ty o
prIpaltionoie rasthad. Marked Stone with
@ Rebar next to it.
3
1/4 Corner: Position
I determined by
proportionate method.
[
CERTIFICATE
THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPABED FROM FIELD
NOTES OF ACTUAL SURVEYS MADE BY ME OR UNDES ¥ BHRECT
SUPERVISION AND THAT THE SAME ARE TRUE D CORBEST TRATHI
LEGEND BEST OF MY KNOWLEDGE AND BELIEF ‘

Jerry D. Allre

W
And Associates * Surveying Consultants

d —<Timberline
Engineering & Land Surveying

209 North 300 West ¢ Vernal, Utah

—

SHEET

P.O.S.L.

= POINT ON SECTION LINE (R)

= Record Measurement (G.L.O.)
Shown in chains - 1 chain = 66’

1235 North 700 East e P.

O. Box 575 ® Duchesne, Utah 84021 #(435) 738.5352

(435) 769-1365

SURVEYED BY: D.R.A.

DATE: 01-11-10

REVISIONS:

1 I

/\ = SECTION CORNER LOCATED (NOT MONUMENTED)

@ Southeast Corner of
Sec. 30: Found and
accepted 1/2" Rebar

@ Northeast Corner of
SE 1/4 SE 1/4 Sec.
30: Found and
accepted Small Nail.

A = SECTION CORNER LOCATED
P.O.1/165.L. = POINT ON 1/16 SECTION LINE
P.O.S.L. = POINT ON SECTION LINE

P.l. = POINT OF INTERSECTION

w/ cap (PLS 148951).

S89'53.4'W 35.661 (R)

@ Northwest Corner of
SE 1/4 SE 1/4 Sec.
30: Found and

Monument Spike.

@ Southeast Corner of

SE 1/4 NW 1/4 Sec.

30: Found and
accepted 1/2"

LEGEND

Dimensions shown are measured
unless otherwise noted.

(R) = Record Measurement (C.L.O.)
Shown in chains - 1 chain =

A = SECTION CORNER LOCATED (NOT MONUMENTED)

T

rebar.

SB9'44.7'W 19.939 (R) $89'51.8'W 19.981 (R) (T)

Southeast Corner of Lot
1 Sec. 30: Found and
accepted 5/8” rebar.

accepted Harrow Tooth

® Center North 1/16 Corner
of Sec 30: Position
determined by
Proportionate Method.

CERTIFICATE

DRAWN BY: EM.S.

1/4 Corner: Found
and accepted Spike.
NB9'59.0'W 35.544 (R) i
I S89°58'38"E 2345.92'
Section Corner: } 15.463 (R) \L 20.081 (R) P & e ~
Found and accepted € /8
| Spindle. A \ 5 3 N
3 [ \ S 1) S
g UteTribal '€ \ v / = \
S T By N\ Fee 33 ;
g~ g h 3E
| a5 S 132717 '\ §z ( / =—P.0.5.L. 3256+04.77
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Bl tle \\§ AN : 3
8 s = Ute Tribal \ . OpRETALL A
& S SEVANWIA  |jwe) ~L.NO SCALE
| & gg \ 1/16 Corner: Found
S g Fee\ and accepted Mag.
N1322,02\ Nail.
| NB9'58.4'W | 35.658 (R) N89°88'03"W \
15.524 (R) 20.134 (R) % NB9'58.0'W \ NB9'S8.7'W 20.032 (R)
SEC 30 20.032 (R) 35
® -
= - \ § & =z
3 = x " z 9 Fee b
~ Lot 3 ~| @ & ee n e
=18 k! ~|3 f \\ P.O.1/16SL. O
Zis 5'8 £18 5 \3265+43.48 ~
~ s o -
S < 2 '57.0" 1320.36
i | sses7.3w | 35659 (R) g 20.008 OF:)\
& 15533 (R) =| 20.126 (R) 2| s89525W 12.984 (R) G748 £
o b § 3 g
gl g glz 'g 2 See Detall
& 2| < /"A
P~ 2%
8 Lets & 2 & P.l. 3256+30.26 —
= =} o i B P.O.S.L.
& S < l'q Ute Allotted & Sal \ 325640477
£ No. 765UW §§ \
z
15.542 (R) | 20.119 (R) l 3 T4 GE 14

SCALE: 1" = 1000

OF 3

| L b (s

CHEVRON PIPE LINE COMPANY

PIPELINE RIGHT-OF-WAY ON
UTE ALLOTTED LANDS

Basis of Bearing Note:

BEARINGS AND DISTANCES SHOWN ON THIS PLAT ARE
BASED UPON A LOCAL CARTESIAN GRID WHICH I8
ORIENTED TO GECDETIC NORTH AT CONTROL POINT
109. THE GRID HAVING A MEAN PROJECT ELEVATION OF
6500 FEET. CONTROL POINT 108 IS LOCATED IN THE NE
1/4 OF SEC. 31, T1S, R7TW, U.8.B.&M. AT 40°21'07.238"N
LATITUDE AND 110°42'37.339"W LONGITUDE (NAD 83).

THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPAPEC FROM FIELD

NOTES OF ACTUAL SURVEYS MADE BY ME OR UNDE# k¥ EHRECT
SUPERVISION AND THAT THE SAME ARE TRUE AND SXFERT TO
BEST OF MY KNOWLEDGE AND BELIEF

66'

Located In

Section 30, T1S, R7W, U.S.B.&M.

Duchesne County, Utah

1000
500
1000’

Ol

SCALE

PIPEUNE RIGHT-OF-WAY DESCRlPT!ON

SE 1/4 SE 1/4 OF SECTION 30, T1S, RTW, U.S.0.8M

A STRIP OF LAND 33 FEET WIDE, (TRAVERSING THE SE 1/4 SE
1/4 OF SECTION 10, T18, R7W, U.8.B.8M.) THE CENTERLINE OF

SAID STRIP BEING DESCRIBED AS FOLLOWS:

BEGINNING AT A POINT ON THE EAST LINE OF THE SE 1/4 SE 1/4
OF SECTION 30, T18, R7W, U.S.B.8M. WHICH BEARS NO0°09'40"E
634.40' FROM THE SOUTHEAST CORNER OF SAID SECTION;

THENCE N52°16'52"W 26.46' THENCE N43°04'12"W 913.22' TO A
POINT ON THE NORTH LINE OF THE SAID SE 1/4 8E 1/4 WHICH
BEARS S89°57'41"W 645.72' FROM THE NORTHEAST CORNER OF
THE SAID SE 1/4 SE 1/4. THE SIDE LINES OF SAID STRIP TO BE
SHORTENED OR LENGTHENED TO TERMINATE AT THE i
PROPERTY BOUNDARY. BASIS OF BEARINGS IS THE EAST LINE
OF THE SAID SE 1/4 §E 1/4 WHICH I8 TAKEN FROM GLOBAL
POSITIONING SATELLITE OBSERVATIONS TO BEAR NO0°08'40"E,
A MEASURED DISTANCE OF 1317.58'. CONTAINS 0.711 ACRES

MORE OR LESS.

SEGMENT G ALLOTTED

Jerry D. Allre

YOK
And Associates ¢ Surveying Consultants

1235 North 700 East e P.O. Box 975  Duchesne, Utah 84021 #(435) 738.5352

d —<~Timberline

Engineering & Land Surveying
209 North 300 West @ Vernal, Utah
(435) 789-1365

SURVEYED BY: D.R.A.

DATE: 01-11-10

REVISIONS:

DRAWN BY: E.M.S.

SCALE: 1"=1000'

SHEET

3 |

OF 3

Section Corner:

Found

\‘
‘/T N\ ]
Section Corner: Found AN

and accepted B.L.M.

Aluminum Cap.

A = SECTION CORNER LOCATED
P.l. = POINT OF INTERSECTION
= POINT ON SECTION LINE R®)

P.OS.L.

Fee and accepted B.L.M.
N S89'56.5'W 79.872 (R) Aluminum Cap. —\
$89°37'05"W 2635.82' $89°48'23"E 2635.99' #
M /4 Corner:Found
) and accepted
\\ B.L.M. Aluminum
| Cap.
o UteTribal\ | Ltelrbal o 2 S
% Lot 4 \* §
- . B N — —
N \ N &
& \ o i
T N Z
: > : :
N\ =  Ute Tribal
N\ 0 SWI4NE1A 1/4 Corner:Found
Ute Tribal \ e and accepted Set
2 SETANW /4 \ 5 ‘ Marked Stone. €
@]
§z | N $89°49'41"W 2640.65' \ g
~ hie
w $89°49'41"W 2631.62' X %% |2633.65° /# z
8 " '».'% N 3
& ° 1/4 Corner: Position
? determined by Sec. 4 107.00 %’t« ’3@ -
proportionate” method. P.I. 3130+61.99 W, S, f\;"
Jo. /6’
Ute Allotied &y, g
- A — 15
Centerline of Pipeline M g
Right-of-Way N
(at Line 1) N g
1/4 Corner: Position N
determined by Ute Tribal \\ Fee
proportionate method. SE 1/4 SE 1/4 \\,
| AN

SB946'W 80.06 (R)

LEGEND

Dimensions shown are measured
unless otherwise noted.

= Record Measurement (G.L.O.)
Shown in chains - 1 chain = 66'

/2\ = SECTION CORNER LOCATED (NOT MONUMENTED)

Section Corner:

889°57'52"W 2627.48'

Found

and accepted Duchesne
County Aluminum Cap.

CERTIFICATE

THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM FIELD
NOTES OF ACTUAL SURVEYS MADE BY ME OR UNDE® MY DIRECT
IRREGT TO THE

SUPERVISION AND THAT THE SAME ARE TRUE AND £
BEST OF MY KNOWLEDGE AND BELIEF

CHEVRON PIPE LINE COMPANY

PIPELINE RIGHT-OF-WAY ON
UTE ALLOTTED LANDS

Located In
Section 4, T2S, R7W, U.S.B.&M.
Duchesne County, Utah

PIPELINE R|GHT OF WAY DESCRIPTION

o' ‘-2—0—-—

§ 2 § NW 1/4 SE 1/4 OF SECTION 4, Tzs R7W U S B. &M
- v . A STRIP OF LAND 33 FEET WIDE, (TRAVERSING THE NW 1/4
m SE 1/4 OF SECTION 4, T28, R7TW, U.8.B.8M.) THE
CENTERLINE OF SAID STRIP BEING DESCRIBED AS
SCALE FOLLOWS:
BEGINNING AT A POINT ON THE EAST LINE OF THE NW 1/4
SE 1/4 OF SECTION 4, T28, R7W, U.8.B.&M. WHICH BEARS i
$40°15'20"W 1765.04' FROM THE EAST 1/4 CORNER OF SAID
SECTION; THENCE N50°18'48"W 843.60"; THENCE
N42°47'48"W 816.58' TO A POINT ON THE NORTH LINE OF
THE SE 1/4 OF SAID SECTION WHICH BEARS $89°40'41"W
2533.65' FROM THE SAID 1/4 CORNER. THE SIDE LINES OF
SAID STRIP TO BE SHORTENED OR LENGTHENED TO
TERMINATE AT THE PROPERTY BOUNDARY. BASIS OF
BEARINGS IS THE EAST LINE OF THE SE 1/4 OF SAID
SECTION WHICH IS TAKEN FROM GLOBAL POSITIONING 1
SATELLITE OBSERVATIONS TO BEAR N00°36'37"E, A
MEASURED DISTANCE OF 2683.25'. CONTAINS 1.258 ACRES
MORE OR LESS.
Basis of Bearing Note:
BEARINGS AND DISTANCES SHOWN ON THIS PLAT ARE
BASED UPON A LOCAL CARTESIAN GRID WHICH IS
ORIENTED TO GEODETIC NORTH AT CONTROL POINT
108. THE GRID HAVING A MEAN PROJECT ELEVATION OF
6500 FEET. CONTROL POINT 109 IS LOCATED IN THE NE
1/4 OF SEC. 31, T18, R7W, U.8.B.&M. AT 40°21'07.238"N
LATITUDE AND 110°42'37.338"W LONGITUDE (NAD 83).

SEGMENT G ALLOTTED
Jerry D. Allred ~<--Timberline |SHEET

O
And Associates ¢ Surveying Consultants Engineering & Land Surveying 2

209 Nerth 300 West @ Vernal, Utah
1235 North 700 East @ P.O. Box 975 ® Duchesne, Utah 84021 ©{435) 738.5352

Jia

l

(435) 789-1365
SURVEYED BY: D.RA. DATE: 01-11-10
DRAWN BY: B.J.S. SCALE: 1"= 1000

REVISIONS:

Jj""wt‘
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